
The PowerSafe GT product line ranges from 930Ah to 3900Ah, and is the largest

clear flame retardant flooded cell in the industry. The PowerSafe GT battery

features flat plate construction with antimony alloy grids ideal for any long

duration float application requiring periodic cycling. Since 1978, the GT has been

a standard in the telecommunication industry. It is ideal for central office and

mobile switch applications.

With the multi-directional design of the post, PowerSafe GT cells are easily

configurable in any orientation, with cells either parallel to the rack support rails

to optimize battery system footprint or perpendicular to the rails for easier

element inspection. The new post design enables cell maintenance without taking

the entire battery system offline. This is due to the ability to use four intercell

connectors regardless of the cell orientation. Two connectors can be left in

operation while the other two connectors are being remade. 

The PowerSafe GT product line also employs EnerSys’ exclusive Slide Lock™

post seal that allows natural plate growth over time without degrading the seal

and an innovative tongue and groove jar-to-cover seal to prevent leaks.
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Features & Benefits

• Capacity Range: 930Ah - 3900Ah

• Flat Plate construction-Antimony grid alloys. Well

suited for  long duration, float applications.

• Largest single cell battery (up to 3900Ah) in a clear

flame retardant jar.

• Optional Flame Retardant (UL94-VO/L.O.I. 32%) 

container.

• Slide Lock™ Post Seal allows natural plate growth

without degrading post seal.

• Innovative tongue and groove jar-to-cover seal.

• Configurable with plates either parallel (optimize

footprint) or perpendicular (inspection of the 

element) to rack support rails.
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